
TAXBA

1+1: 0
G

30-40cm

Taxus baccata

68 -

Girth

Abbreviation

Specific
ation

Pot S
ize

Height

Species

Number

Conifers

Caned

3L

60-80cm

Lonicera periclymenum

58 -

Caned

3L

60-80cm

Clematis vitalba

24 -

Specific
ation

Pot S
ize

Height

Species

Number

Clim
bers

2L

20-30cm

Skimmia japonica 'R
ubella'

21 -

2L

20-30cm

Skimmia japonica 'N
ymans'

31 -

3L

15-20cm

Hebe 'M
rs W

inder'

13 -

60-80cm

Sambucus nigra

7 -

60-80cm

Prunus spinosa

14 -

60-80cm

Ligustru
m vulgare

10 -

60-80cm

Crataegus monogyna

40 -

60-80cm

Corylus avellana

40 -

60-80cm

Cornus sanguinea

14 -

1+1 :O
G

60-80cm

Viburnum opulus

58 -

1+1 :O
G

80-100cm

Viburnum lantana

58 -

1+1 :O
G

60-80cm

Sambucus nigra

24 -

1+1 :O
G

40-60cm

Rosa canina

24 -

1+1 :O
G

60-80cm

Prunus spinosa

58 -

1+1 :O
G

60-80cm

Ligustru
m vulgare

58 -

3L

40-60cm

Ilex aquifolium

100 -

1+1 :O
G

60-80cm

Crataegus monogyna

114 -

1+1 :O
G

60-80cm

Corylus avellana

114 -

1+1 :O
G

60-80cm

Cornus sanguinea

58 -

Pot S
ize

Specific
ation

Height

Species

Number

Shrubs

Half S
tandard:Root stock: P

yrodwarf

Pear 'C
omice'

1 -

MM106 Root stock  :H
alf S

tandard or :M
aiden

Apple 'B
ramley'

1 -

6-8cm

RB

20-25L

1.5-2.0m

Malus 'John Downie'

1 -

10-12cm

2x :R
B or cg :C

lear S
tem 150-175

43-80L

3.5-4.0m

Acer c
ampestre

1 -

10-12cm

Heavy Standard :C
lear S

tem 175-200 :2x :R
B

43-80L

3.0-3.5m

Sorbus aucup. 'S
heerwater S

eedling'

1 -

OG :1+1

2L

50-60cm

Ilex aquifolium

55 -

OG :1+1

40-60cm

Fagus sylvatica 'P
urpurea'

262 -

OG :1
+1

40-60cm

Carpinus betulus

214 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'W
orcester P

earm
ain'

1 -

Pyrodwarf R
oot S

tock : H
alf S

tandard or M
aiden

Pear 'B
eth'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'E
lstar'

1 -

Ficus carica 'B
rown Turkey'

1 -

Adaptabil R
oot S

tock: H
alf S

tandard or M
aiden

Plum 'C
oe's Golden Drop'

1 -

Adaptabil R
oot S

tock: H
alf S

tandard or M
aiden

Plum 'O
pal'

1 -

Mulberry
 'K

ing James'

1 -

Quince A Root S
tock :H

alf S
tandard or M

aiden

Medlar 'N
ottin

gham'

1 -

Colt R
oot S

tock:Half S
tandard or M

aiden

Cherry
 'P

enny'

1 -

Quince A Root S
tock: : H

alf S
tandard or M

aiden

Pear 'G
lou Morceau'

1 -

Pyrodwarf R
oot S

tock : H
alf S

tandard or M
aiden

Pear 'D
oyenne du Commice'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'W
inter G

em'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'Katy'

1 -

St Julien A Root S
tock :H

alf S
tandard or M

aiden

Damson 'Farleigh'

1 -

Quince A Root S
tock :H

alf S
tandard or M

aiden

Quince 'M
eeches Prolific

'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'B
eauty of K

ent'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'James Grie
ve'

1 -

Plum 'V
ictoria

'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'Fiesta'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'E
gremont R

usset'

1 -

Pyrodwarf R
oot S

tock : H
alf S

tandard or M
aiden

Pear 'W
illia

ms'

1 -

Jaspi R
oot S

tock :H
alf S

tandard or M
aiden

Plum 'E
arly Rivers'

1 -

MM106 Root stock  :H
alf S

tandard or M
aiden

Apple 'D
iscovery'

1 -

10-12cm

2x :R
B

43-80L

2.0-2.5m

Malus flo
ribunda

3 -

10-12cm

Clear S
tem 150-175 :2x :R

B or C
G

25-45L

3.0-3.5m

Alnus incana

5 -

14-16cm

Heavy Standard :3
x :R

B

3.5-4.0m

Tilia
 cordata

6 -

14-16cm

Heavy Standard :3x :R
B

3.5-4.0m

Acer campestre

2 -

10-12cm

2x :R
B :C

lear S
tem 150-175

25-45L

3.0-3.5m

Betula pendula

9 -

1+1 :O
G

40-60cm

Fagus sylvatica

58 -

1+1 :O
G

60-80cm

Crataegus laevigata

90 -

1+1 :O
G

60-80cm

Carpinus betulus

114 -

1+1 :O
G

40-60cm

Acer c
ampestre

80 -

16-18cm

Heavy Standard :3
x :R

B

3.0-3.5m

Quercus ro
bur

14 -

Girth

Specific
ation

Pot S
ize

Height

Species

Number

Trees

Planting Schedule

Double
 s

ta
ggere

d  h
edgero

w d
eta

il

NorthAll S
hru

b a
nd h

edge p
la

ntin
g a

re
as to

 h
ave  4

50m
m

 d
epth

 o
f g

ood q
uality

 to
psoil.

All g
ra

ss a
re

as to
 h

ave 1
50m

m
 d

epth
 o

f g
ood q

uality
 to

psoil.

W
ild

flo
wer s

eed (E
M

1) o
r s

im
ila

r a
ppro

ved, b
y la

ndscape a
rc

hite
ct, 

to
 b

e s
own in

to

pre
pare

d s
ubsoil.

All p
la

nts to
 b

e m
ain

ta
in

ed w
eed fr

ee w
ith

 tr
ees h

avin
g 1

m

2

  k
ept w

eed fr
ee a

ro
und b

ase

bare
 a

nd fr
ee o

f v
egeta

tio
n fo

r 3
 y

ears
 a

fte
r p

la
ntin

g.

Traditional Orchard with MM106 rootstock Apple,

Pear  Plum, Quince trees, under planted with

wildlflowers

Wildflower Meadow

Electrically operated double
field entrance gate and
pedestrian gate

retained access to meadow
area

Traditional Orchard with MM106 rootstock Apple,

Pear  Plum, Quince trees, under planted with

wildlflowers

retained access to orchard
area

New mixed native
hedge

Proposed new specimen
tree

Existing tree to be
retained

Existing woodland to be
protected and retained

Proposed Schwegler Flat
Box 1FF

Proposed Bird Boxes
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